24 (600) min.

SPACING FOR DELINEATORS

/o > ON HORIZONTAL CURVES
Il XX
6' (1.8 m) max. — AL =)
: |—| SIS Nln Spacing in Advance
: SRR -
: | SRR SRR and Beyond Curve
|| : | . BRI SEs i) - . o
z : — Delineators shall be placed BSOsssss) ——+ Radius Spacing
. | | - : / 24 (600) from break point R 85525585] of Curve on Curve (m)
Curb section Grad f T : . KRR RRRIIIRIRRIIIRKKS F F 1st. 2nd. 3rd.
rade o — | on all interchange ramps e eet eet
Pavement || pavement - | and wherever pavement RIS (m) (m) Space  Space Space
aveme edge | superelevation exceeds 6% TR Less than 100 20 40 65 125
| | T (30) (5) (10) (20) (40)
. 100 - 174 30 60 90 180
] | Metal post 9 (30 - 54) (10) (20) (25) (55)
| SNYINZZN | Type C = 175 - 224 35 70 110 200
|| ©lg /4% (55 - 69) (10) (20) (35) (60)
nS | | | L=l 225 - 274 40 85 125 200
|| SV Hex head bolt with TR (70 - 84) (10) (25) (40) (60)
|_| d self locking nut and ) IORRKRIEIKKS 275 - 349 50 95 145 200
u A Two sided SEBLRIILLLKS
washer IR (85 - 104) (15) (30) (45) (60)
XN 350 - 449 55 110 170 200
SECTIONAL VIEW Ok —L (105 - 134) (15) (35 (50)  (60)
R S RKR] 450 - 549 65 125 190 200
RS
oo oeoet) (135 - 164) (20) (40) (60) (60)
~t:§§g§g§g§g’:;§g§g§:§g§,§” 550 - 649 70 140 200 200
I35 (165 - 199) (20) (45) (60) (60)
TT ) 650 - 749 75 150 200 200
Hex head bolt with Provide when (200 - 229) (25) (45)  (60)  (60)
self locking nut and One sided double reflector 750 - 849 80 165 200 200
washer unit is required (230 - 259) (25) (50) (60) (60)
850 - 949 85 175 200 200
PLAN ELEVAT'ON (260 - 289) (25) (55) (60) (60)
e —_— 950 - 1049 90 185 200 200
(290 - 319) (25) (55) (60) (60)
REFLECTOR ATTACHED 1050 - 1299 100 200 200 200
(320 - 394) (30) (60) (60) (60)
m 1300 - 1999 125 200 200 300
(395 - 609) (40) (60) (60) (90)
Double 2000 - 2999 150 200 200 300
: (610 - 914) (45) (60) (60) (90)
i i i i i a0 Double Single 3000 - 3999 175 200 300 300
— T T T T - “—‘— (915 - 1219) (55) (60)  (90)  (90)
. — ° e T— W Bl - - 4000 or greater 400 400 400 400
. ° o ° Cate o Co 0,00 S St e e e T (1220) (120) (120) (120) (120)
— ———
. — L GENERAL NOTES
e . . I — °"_ — |_° < - Delineators on tangent sections of main line
T S P S " = roadways shall be placed at 400' (120 m) spacing.
- - - - - L ) Delineators on ramps and acceleration and
Double Single deceleration lanes shall be placed at a maximum
Double spacing of 100" (30 m).
PLAN - DUAL HIGHWAYS
Refer to Standard 720011 for details of metal
post.
Double reflector units shall be used on the
outside of all acceleration and deceleration
Two sided reflector unit on the lanes. Single reflector units shall be used on
outside of hazardous curves. ramps. Delineators shall be used on outside of
all curved sections of ramps.
e — - _|° F ~~ All dimensions are in inches (millimeters)
2 ’ : ~~ unless otherwise shown.
VAR T . o, s et o e ° e 0% oo o > 0“ . \ " DATE REVISIONS
- - = T~ .o
@ lllinois Department of Transportation < . 4-1-16 | Added detail of reflector
Py — Single reflector units on tangent Iy attached to post. Revised DELINEATORS
PASSED P 2009 2 and on curves. -
& signature block.
ENGINEER OF OPERATIONS i’ PLAN - TWO-WAY ROADWAYS 1-1-09 Switched units to
> K English (metric). STANDARD 635001-02
ENGINEER OF DESIGN AND ENVIRONMENT Revised notes.




